





. GLOCALITE® FIXTURE
T4 ¢ 3-WIRE GROUNDED

T4 FIXTURE - 3-WIRE GROUNDED

Features:

¢ Glocalite® T4 micro fluorescent fixtures are
furnished with T4 lamp; connectors; stainless
steel mounting clips, and ribbed polycarbonate
lamp covers.

¢ Better heat dissipation and longer fixture & lamp
life with extruded aluminum, enamel painted
finish.

e The fixture features a built-in electronic ballast
rated 120V AC 50-60Hz with instant-start, no
flickering, silent, and high power factor.

¢ The fixture features a built-in electronic ballast
with instant-start, no flickering, silent, and high
power factor.

¢ Linkable up to 10 units, maximum 350Watts.

e The ribbed polycarbonate lamp cover ensure
ultra protection without light leaks.

T Compatible with 3-Wire T5 accessories.
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Linkable Power
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Dimensions Capacity Factor Finish
L T4-6W 9-3/8"Lx 3/4"Wx 1-1/4"H  6W 480 10 >0.6  WHITE
P T4-8W 13-1/2"Lx 3/4"Wx 1-1/4"H  8W 600 10 >0.6  WHITE
L T4-12W 17-1/2"L x 3/4"W x 1-1/4"H  12W 800 10 >0.6 WHITE
L Ta-16W 19-1/2" L x 3/4" W x 1-1/4"H  16W 1000 10 >0.6 WHITE
L Ta20W 21" L x 3/4" W x 1-1/4" H 20W 1350 10 >0.6 WHITE
T4-22W 29" L x 3/4" W x 1-1/4" H 22W 1850 5 >0.6  WHITE
T4-24W 34-1/2" L x 3/4"W x 1-1/4"H  24W 2150 5 >0.6 WHITE
L T4-28W 46-1/4" L x 3/4"W x 1-1/4"H  28W 2900 5 >0.6 WHITE

* Lumens is based on cool white lamps

Ordering Instructions Lamp Options

[ Model |- | Voltage | -| Pin |/ | Lamp Options | WARM WHITE 3000K
Example: T4 - 16W - 120 - 3/ 4100K DAYLIGHT WHITE ~ 4100K
T4 - 22W - 120 - 3/ 6500K COLD WHITE 6500K
BLUE
GREEN
RED




GLOCALITE® FIXTURE
T4 o 2-WIRE NON-GROUNDED

T4 FIXTURE - 2-WIRE NON-GROUNDED

Features:

e Glocalite® T4 micro fluorescent fixtures are
furnished with T4 lamp; connectors; stainless
steel mounting clips, and ribbed polycarbonate
lamp covers.

e Better heat dissipation and longer fixture & lamp
life with extruded aluminum, enamel painted
finish.

e The fixture features a built-in electronic ballast
rated 120V AC 50-60Hz with instant-start, no
flickering, silent, and high power factor.

e The fixture features a built-in electronic ballast
with instant-start, no flickering, silent, and high
power factor.

e Linkable up to 10 units, maximum 350Watts.

e The ribbed polycarbonate lamp cover ensure
ultra protection without light leaks.

e Compatible with 2-Wire T5 accessories.
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Dimensions Capacity Factor Finish
P T4-6W 9-3/8"Lx3/4"Wx1-1/4"H  6W 480 10 >0.6 WHITE
P T4-8W 13-1/2"Lx 3/4"W x 1-1/4"H  8W 600 10 >0.6 WHITE !
P T4-12W 17-1/2"L x 3/4"W x 1-1/4"H  12W 800 10 >0.6 WHITE
T4-16W 19-1/2"L x 3/4"W x 1-1/4"H  16W 1000 10 >0.6 WHITE
| T4-20W 21" L x 3/4" W x 1-1/4"H 20W 1350 10 >0.6 WHITE
T4-22W 29" L x 3/4" W x 1-1/4" H 22W 1850 5 >0.6 WHITE
P T4-24W 34-1/2"L x 3/4" W x 1-1/4"H  24W 2150 5 >0.6 WHITE
P T4-28W 46-1/4" L x 3/4" W x 1-1/4"H  28W 2900 5 >0.6 WHITE
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* Lumens is based on cool white lamps

Ordering Instructions Lamp Options

| Model |- | Voltage | - | Pin |/ [ Lamp Options | WARM WHITE 3000K
Example: T4 - 16W - 120 - 2/ 4100K DAYLIGHT WHITE ~ 4100K
T4 - 22W - 120 - 2 / 6500K COLD WHITE 6500K
BLUE
GREEN
RED



GLOCALITE® FIXTURE
LAMP OPTIONS

LAMP OPTIONS

Glocalite® Fluorescent lamps include Stan-
dard, High Efficacy (HE), and High Output
(HO). The lamps are designed for the high-
est efficacy long life, environment friendly
and system miniaturization which translates
to reduced maintenance and disposal costs.

The latest technologies have been incorpo-
rated in HE and HO. The nanotechnology
and tri-phosphor layer in combination with
pre-coating and lamp load add up to a high
efficacy, good color rendering (Ra>85),
providing natural lighting color and a virtually
constant lumen level during lamp life! which
guarantees the customers 30,000hrs? aver-
age rated life, which tallies with ROHS
requirements perfectly.

Glocalite® HE Fluorescent lamps offer an
extremely high luminous efficacy of up to 105
Im/W at an ambient temperature of 35°C and
consistent lumen output over life cycle
coupled with excellent lumen maintenance.

Glocalite® HO Fluorescent lamps are
particularly noted for its very high luminous
flux, opening up new areas of application for
the fluorescent lamp such as lighting for
high-ceiling rooms, warehouse.

Glocalite® fixtures are shipped with lamps
installed. For replacements, or for special
colors, please contact us by using the listed
model numbers.

Footnotes

1. a lumen maintenance of about 92% at 10,000 burning hours.
2. Average life under engineering data with lamps turned off and
restarted once every 12 operating hours.
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Average Life

T4 Standard Lamp  10,000hrs
T5 Standard Lamp 20,000hrs
T5 H.E Lamp 30,000hrs
T5 H.O Lamp 30,000hrs
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T5: @ 17 max.
T4: @ 13 max.
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Tube Diameter = ‘
oT4  13mm €
GT5 16mm
T8 26mm
Lamp A B B C
Type max. min. max. max.
T5/8W 288.0 293.7 296.1 303.2
T5/14W 549.0 553.7 556.1 563.2
T5/21W 849.0 853.7 856.1 863.2
T5/28W 1149.0 1153.7 1156.1 1163.2
T5/35W 1449.0 1453.7 1456.1 1463.2
T4/6W 212.0 216.7 219.1 226.2
T4/8W 319.0 323.7 326.1 333.2
T4/12W 419.0 423.7 426.1 433.2
T4/16W 464.0 468.7 471.1 478.2
T4/20W 509.0 513.7 516.1 523.2
T4/22W 713.0 717.7 720.1 727.2
T4/24W 849.0 853.7 856.1 863.2
T4/28W 1149.0 1153.7 1156.1 1163.2

Note:The circumscription (inclusive the warp) of the T5
lamps is 17 mm, T4 lamp is 14mm

Lamp Options (Color Temperature)

2700K* Soft White

3000K Warm White

4100K Cool White

5000K Horizon Daylight White
6500K Daylight White

BLUE

GREEN

RED * T5 fluorescent lamp only



GLOCALITE® FIXTURE

ACCESSORIES

ACCESSORIES

e Glocalite® T5 micro fluorescent fixtures are already furnished with connectors, stainless

steel mounting clips. All Connecting Cables & Power Cords are cUL and CE listed.

6", 3-pin
Straight Plug

T4/T5-CC6-3
T4/T5-CC6-3L
T4/T5-CC6-3LL
T4/T5-CC6-2
T4/T5-CC6-2L

T4/T5-CC12-3
T4/T5-CC12-3L
T4/T5-CC12-3LL
T4/T5-CC12-2
T4/T5-CC12-2L

T4/T5-CC24-3
T4/T5-CC24-3L
T4/T5-CC24-3LL
T4/T5-CC24-2
T4/T5-CC24-2L

T4/T5-CC36-3
T4/T5-CC36-3L
T4/T5-CC36-3LL
T4/T5-CC36-2
T4/T5-CC36-2L

Power Cords

6', 3-pin
Straight Plug

T4/T5-PC-3
T4/T5-PC-3L
T4/T5-PC-3LL
T4/T5-PC-2
T4/T5-PC-2L

6", 3-pin 6", 3-pin
L Plug Reversed L Plug

6", 2-pin
Straight Plug

6" Connecting Cables, 3-pin & Straight Plug

6" Right Angle Connecting Cables, 3-pin & L Plug

6" Right Angle Connecting Cables, 3-pin & Reversed L Plug
6" Connecting Cables, 2-pin & Straight Plug

6" Right Angle Connecting Cables, 2-pin & L Plug

12" Connecting Cables, 3-pin & Straight Plug

12" Right Angle Connecting Cables, 3-pin & L Plug

12" Right Angle Connecting Cables, 3-pin & Reversed L Plug
12" Connecting Cables, 2-pin & Straight Plug

12" Right Angle Connecting Cables, 2-pin & L Plug

24" Connecting Cables, 3-pin & Straight Plug

24" Right Angle Connecting Cables, 3-pin & L Plug

24" Right Angle Connecting Cables, 3-pin & Reversed L Plug
24" Connecting Cables, 2-pin & Straight Plug

24" Right Angle Connecting Cables, 2-pin & L Plug

36" Connecting Cables, 3-pin & Straight Plug

36" Right Angle Connecting Cables, 3-pin & L Plug

36" Right Angle Connecting Cables, 3-pin & Reversed L Plug
36" Connecting Cables, 2-pin & Straight Plug

36" Right Angle Connecting Cables, 2-pin & L Plug

6', 3-pin 6', 3-pin
L Plug Reversed L Plug

6', 2-pin
Straight Plug

6' Power Cord, 3-pin & Straight Plug

6' Right Angle Power Cord, 3-pin & L Plug

6' Right Angle Power Cord, 3-pin & Reversed L Plug
6' Power Cord, 2-pin & Straight Plug

6' Right Angle Power Cord, 2-pin & L Plug

6", 2-pin
L Plug
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Reversed
L Plug

6', 2-pin
L Plug
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GLOCAL INTERNATIONAL LTD.

HONG KONG

Unit 2, 18/F, Blk C

Superluck Ind. Centre (Ph.2)

57 Sha Tsui Rd, Tsuen Wan, Hong Kong
T: +852 3176 3868

F: +852 3177 0389

UK

29 Warren Court

Manor Road

Chigwell, IG7 5EW, UK
T: +44 (0) 208 500 8038
F: +44 (0) 208 588 3788

China Factory

Huang Cao Lang 2nd Ind. City, Dalang Town,
Dongguan City, Guangdong Province, China
F: +86 (769) 81116162

Email: info@glocalite.com

www.glocalite.com

2010 Glocal International Ltd. All rights reserved.
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